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3600 x 2200 mm

A

E

V

Estanquidade à Água
Étanchéité à l’eau
Water Proofing

7 A

Resistência ao Vento
Résistance au Vent
Wind Resistance

Vidro / Vitr age / Glass

B 2

Permeabilidade ao Ar
Perméabilité à l’air
Air Permeability

Class 4

4000 x 2500 mm

0 1 2 3 4

Transmissão Acústica
Performance Acoustique
Acoustic Performance

1,72Uw 1,96Uw 2,13Uw
(a) 

(a) 

(b) 

(c) 

GuardianSun LamiGlass 44.1 + 16 Argon 90% + Float 4mm

GuardianSun LamiGlass 44.1 + 16 Ar + Float 4mm

GuardianSun 4 + 12 Ar + Float 4mm

(b) (c) 

27dB 27dB 25dB(a) (b) (c) 

(a) (b) (c) 

Transmissão Térmica
Transmission  Thermique
Thermal Performance

25 30 35

(a) (b) (c) 
Exxx7

Tipologia e Classe Energética
Typologie et Classe Énergétique
Typology and Energy Class

Avec vitrage (a)

A B E

D D
C

Com Vidro/Glass (a)

A
A
A
B
C
D
E
F

+

Janela de Correr  2 folhas
Fenêtre Coulissant 2 ventaux
Sliding window 2 sheets

Janela de Correr  2 folhas
Fenêtre Coulissant 2 ventaux
Sliding window 2 sheets

Mono Rail

Bi Rail

Tri Rail

(X) Rail


